GAS CUTTING AND WELDING EQUIPMENT

PRODUCT GROUP 02

CUTTING NOZZLES

PART OVERALL PRODUCTS MANUFACTURED TO
NUMBER DESCRIPTION LENGTH CURRENT STANDARDS
HL020001 | PNMOS ¥z
HL020002 | PNM9S ¥es
HL020003 | PNM9S s
HL020004 | PNM9S e 75mm (3")
HL020005 | PNMOS ¥z
HL020007 | PNM9S ¥s
HL020001SC, PNM9S Supacut ¥z
HL020002SC, PNM9S Supacut %/ss
HL020003SC PNM9S Supacut s
HL020004SC, PNM9S Supacut %ss 75mm (3")

HL020005SC, PNM9S Supacut %z SUPACUT
HL020007SC, PNM9S Supacut Y/s This nozzle provides greater preheat than standard
PNM9S but has no suction feature.
HL020201 | PNMOL Y2
HL020202 | PNMOL ¥
HL020203 | PNMOL s w
HL020204 | PNMOL e 88mm (342" B
HL020205 | PNMOL ¥
HL020207 | PNMOL ¥s PNMOL
HL020401 | PNM18S Y
HL020202 | PNM18S ¥s: 75mm (3") ’
1
HL020403 | PNM18S s PNML8S
HL020411 | PNM18L s :
HL020412 | PNM18L % 88mm (3%2") .
HL020413 | PNM18L 1 -
PNM18L
HL020421 | PNMHD ¥s o »
HL020422 | PNMHD %z 88mm (3%") N i o
PNMHD
HL020425 | VVC %o
HL020426 | VVC *o
HL020427 | VVC 000
HL020428 | VVC 00
HL020429 | VWCO
HL020430 | VVC 0% 63mm (2v2")
HL020431 | VVWC1
HL020432 | VVC 1%
HL020433 | VWC?2
HL020434 | VVC 2%
HL020435 | VVC3
HL020436 | VVC 4
HL020437 | VWC5
HL020438 | VVC 5% vvC
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